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ARS-SMO1

Blind Spot Detection Sensor

Specifications
Operating frequency 79 (77...81)GHz
Power Supply DC6V ~DC 18V
Power Supply (A) <300 mA

Distance Measurement <5m
Speed Measurement <15kph
FOV H: ~130°, V:~60°

Distance Measurement

Accuracy e

Emitted Radar Power (EIRP) 19 dBm

63 2

Update Time <50ms o
Normal Power

Consumption 1.56W o

Voltage Surge 216W

Power Consumption

Load Dump Protection 12v
Water-Proof IP67

Specifications subject to change without notice
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CV-CTB102A

Millimeter Wave Radar Detection ECU

Specifications
Vehicle Interface GPIO
Other Interfaces OWIx2, UART x 2, RS-232x 1,LED x 2, Powerx 1, GPIO x 2
Operating Voltage DC 11V~DC 36V (Insufficient voltage,radar sensors might be anomaly)
Power Supply (A) <83mA @24V
Weight 4659
Mechanical Size 161.3mm (L) x 96.2 mm (W) x 34 mm (H)
Power Consumption 2W

Load Dump Protection 24V Vehicle system

JP9 JP11 JP13 JP15 JP17
G| | oo v | || || | e
i PC.3
DC-PWR| DGND DC-PWR| DGND X | penD DC-PWR|DC-PWR| SpeEp | DGND
(Right) Left(Rear) RS-232 LED/Indicator GPIO
Conner Radar Radar

Power Radar1 Radar?2 Radar3 Radar4 RS232 Buzzer Indicator Radar5

BE (BREE MARE Z(@EF HEWE RS-232 wME DR HEEE

JP8 JP10 JP12 JP14 JP16
VACC | pGND 12C0- Urxa | uTxa URXO0 | uTxo Pl | mrk_
B+ ow10 (Console)|(Console)| Rear B2
CANH | CANL DC-PWR| DGND DC-PWR| DGND PB2 BZ+|PB.2_BZ-| DC-PWR| DGND
-8
Power (Anterior) Left(Anterior) Buzzer Rearview Radar
Conner Radar Radar

Specifications subject to change without notice



