
S p e c i f i c a t i o n s  s u b j e c t  t o  c h a n g e  w i t h o u t  n o t i c e

Side Vision Camera

1/2.9 Format Image Sensor
IR LED irradiation distance 6 meter
Mirror Adjustment

CV-CC213FHE Series
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Specifications

CABLE PIN ASSIGNMENT

NO ASSIGNMENT

1 DC + 12V

2 GND

3 Audio

4 Video

1 2

4 3

Model

System

Image Sensor

Effective Pixel

Video

Signal Sync

Scanning System

SNR

Electrical Shutter

Min. Illumination

Lens Focal

Power Source

Operation Temperature

Storage Temperature

Waterproof

CV-CC213

-

Pixelplus 1/3”

756(H) x 504(V)

D1

CV-CC213FHE

AHD 2.0

1/2.9” SONY CMOS : 2.0 Mega

1920(H) x 1080(V)

AHD 1080P

Internal Sync.

2:1 interlace

More than 60 dB (AGC OFF)

Auto 1/60(1/50)~1/100,000 sec / FLK

0.1 Lux

3.6 mm

DC12V

-20°C ~ 70°C (-4°F ~ 158°F)

-40°C ~ 85°C ( -40°F ~ 185°F )

IP67


